Technical specification of Laptop and Laser printer

Stick

Connector Interface

2 USB 3.0 ports, 2 USB 2.0 ports, 1 HDMI 1.4a, 1 stereo microphone input, 1
headphone/line out, 1 RJ-45 (Ethernet), 1 power connector, 1 VGA

Item Technical specification Price
A. Laptop

Brand - Any reputed international brand

model Mention by bidder

Country of Origin Mention by bidder

Country of Mfg. Mention by bidder

Processor Intel Core i5-4200m

Clock Speed 2.5GHz

L3 Cache 3 MB L3 Cache

Chipset Mobile Intel® HM76 Express

Graphics Integrated: Intel HD Graphics 4600
Operating System Free DOS

Memory/Ram 4GB

Display Minimum 14.0-inch diagonal LED-backlit
Hard Drive 750 GB SATA 5400 RPM

Optical Drive DVD+/—RW Super Multi DL

Audio High Definition Audio (SRS Premium Sound)
BlueTooth Bluetooth® v2.1

Networking Realtek 10/100/1000 Ethernet Controller
Wireless Atheros 802.11b/g/n

Webcam HD webcam

Card Slot Multi-media Reader Slot supporting SD, SDHC, SDXC, MMC, MMC+ Memory

Security Integrated Finger Print Reader
Dimension 13.35x9.38x0.88

AC Adapter 65 W AC Power Adapter

Battery & Power 6-cell (47 WHr) Lithium-lon battery
Weight Starting at 4.63 Ib (2.10 kg)

Carry Case YES

Warranty 3 years standard warranty

B. Printer

Brand - Any reputed international brand
Model- Mention by bidder

Country of Origin--

Mention by bidder

Print Technology

Laser

Print Speed

18 ppm or upper

First page Out

Max. 8.5 seconds

Print Resolution

Up to 600 x 600 dpi

Duty Cycle per Month

Monthly 5,000 pages or upper

Processor

266 MHz or upper

Memory

2 MB or upper

Paper Handling Input

100 sheet input, 100 sheet output or upper

Media Sizes Supported

A4; A5; A6; B5; postcards; envelopes (C5, DL, B5)

Media Type Supported

Paper (laser, plain, photo, rough, vellum), envelopes, labels, cardstock,
transparencies, postcards

Standard Connectivity

USB

Minimum dimensions (W x D x H): 349 x 238 x 196 mm; Maximum

Dimensions dimensions (W x D x H): 349 x 410 x 228 mm
Weight Min. 5.2 kg

Microsoft® Windows® 7 (32-bit/64-bit), Windows Vista® (32 bit/64-bit),
OS supported Windows® XP (32-bit/64-bit), Windows® Server 2008 (32-bit/64-bit),

Windows® Server 2003 (32-bit/64-bit), Mac OS X v10.4, v10.5, v10.6, Linux




